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SUMMARY 
A wing-body combination having a plane tapered wing of aspect ratio 
3.1 and 3-percent-thick, biconvex sections in streamwise planes has been 
investigated at both subsonic and supersonic Mach numbers. The lift, 
drag, and pitching moment of the model are presented for Mach numbers 
from 0.60 to 0.925 and 1.20 to 1. 90 at a Reynolds number of 2.4 million. 
Results are also presented for Mach numbers from 0.60 to 0.925 and 1. 20 
to 1.50 at Reynolds numbers of 1.5 million and 3.8 million. 
INTRODUCTION 
A research program is in progress at the Ames Aeronautical labora-
tory to ascertain experimentally at subsonic and supersonic Mach numbers 
the characteristics of wings of interest in the design of high-speed 
fighter airplanes. Variations in plan form, twist, camber, and thick-
ness are being investigated. This report is one of a series pertaining 
to this program and presents results of tests of a wing-body combination 
having a plane tapered wing of aspect ratio 3.1 and 3-percent-thick, 
biconvex sections in streamwise planes. Results of other investigations 
in this program are presented in references 1 to 6. As in these refer-
ences, the data herein are presented without analysis to expedite publi-
cation. 
NarATION 
b wing span, feet 
2 NACA RM A50K28 
c local wing chord, feet 
2 length of body including portion removed to accommodate sting, 
inches 
1 lift-drag ratio 
D ( ~ 1 maximum Hft-drag ratio 
max 
M Mach number 
q free-stream dynamic pressure, pounds per square foot 
R Reynolds number based on the mean aerodynamic chord 
r radius of body, inches 
ro maximum body radius, inches 
S total wing area, including area formed by extending leading 
and trailing edges to plane of symmetry, square feet 
x longitudinal distance from nose of body, inches 
y distance perpendicular to plane of symmetry, feet 
~ angle of attack of body axis, degrees 
(dqra
s
g ) CD drag coefficient \ 
CL lift coefficient (l~~t) 
Cm pitching-moment coefficient referred to quarter point of mean 
d . h d (Pitching moment) aero ynamlC c or qSc 
slope of the lift curve measured at zero lift, per degree 
slope of the pitching-moment curve measured at zero lift 
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APPARATUS 
Wind Tunnel and Equipment 
The experimental investigation was conducted in the Ames 6- by 
6-foot supersonic wind tunnel. In this wind tunnel, the Mach number can 
be varied continuously and the stagnation pressure can be regulated to 
maintain a given test Reynolds number. The air is dried to prevent fo~ 
ation of condensation shocks. Further information on this wind tunnel 
is presented in reference 7. 
The model was sting mounted in the tunnel, the diameter of the 
sting being about 82 percent of the diameter of the body base. The 
pitch plane of the model support was horizontal. A balance mounted on 
the sting support and enclosed within the body of the model was used to 
measure the aerodynamic forces and moments on the model. The balance 
was the 4-inch, four-component strain-gage balance described in refer-
ence 8. 
Model 
A photograph of the model mounted in the Ames 6- by 6-foot wind 
tunnel is shown in figure 1. Plan and front views of the model and 
certain model dimensions are given in figure 2. Other important geo-
metric characteristics of the model are as follows: 
Wing 
Aspect ratio . • • . • . • . • 
Taper ratio • • . • . . . . 
Airfoil section (streamwise) 
Total area, S, square feet 
Mean aerodynamic chord, c, feet 
Dihedral, degrees 
• . . . . . • . . . • 3.1 
• . . . . . . . . . . 0.39 
. 3-percent-thick, biconvex 
Camber . . • • . . 
Twist, degrees . . 
InCidence, degrees • . . • . • 
Distance, wing-chord plane to body axiS, feet 
Body 
Fineness ratio (based upon length &j fig. 2) 
Cross-section shape . . . . . . . . . . . 
Maximum cross-sectional area, square feet 
. , 
Ratio of maximum cross-sectional area to wing area 
· 2 .425 
0.944 
o 
None 
o 
o 
o 
12.5 
Circular 
· 0.1235 
· 0.0509 
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The wing was constructed of solid steel. The body spar was also 
steel and covered with aluminum to form the body contours. The surfaces 
of the wing and body were polished smooth. 
TESTS AND PROCEDURE 
Range of Test Variables 
The characteristics of the model (as a function of angle of attack) 
were investigated for a range of Mach numbers from 0.60 to 0.925 and 
from 1.20 to 1.90. The major portion of the data was obtained at a 
Reynolds number of 2.4 million. Data were also obtained for Reynolds 
numbers of 1.5 million and 3.8 million at Mach numbers up to 1.50. 
Reduction of Data 
The test data have been reduced to standard NACA coefficient form. 
Factors which could affect the accuracy of these results and the correc-
tions applied are discussed in the following paragraphs. 
Tunnel-wall interference.- Corrections to the subsonic results for 
induced effects of the tunnel walls resulting from lift on the model were 
made according to the methods of reference 9. The numerical values of 
these corrections (which were added to the uncorrected data) were: 
No corrections were made to the pitching-moment coefficients. 
The effects of constriction of the flow at subsonic speeds by the 
tunnel walls were taken into account by the method of reference 10. This 
correction was calculated for conditions at zero angle of attack and was 
applied throughout the angle-of-attack range. At a Mach number of 0.925, 
this correction amounted to a 3-percent increase in the Mach number over 
that determined from a calibration of the wind tunnel without a model in 
place. 
For the tests at supersonic speeds, the reflection from the tunnel 
walls of the Mach wave originating at the nose of the body did not cross 
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the model. No corrections were required, therefore, for tunnel-wall 
effects. 
5 
Stream variations.- Tests at subsonic speeds in the 6- by 6-foot 
supersonic wind tunnel of the present symmetrical model in both the nor-
mal ~d the inverted positions have indicated no stream curvature or 
inclination in the pitch plane of the model. No measurements have been 
made, however, of the stream curvature in the yaw plane. At subsonic 
speeds, the longitudinal variation of static pressure in the region of 
the model is not known accura tely at present, but a preliminary survey 
has indicated that it is less than 2 percent of the dynamic pressure. 
No correction for this effect was made. 
A survey of the air stream at supersonic speeds (reference 7) has 
shown a stream curvature only in the yaw plane of the model. The effects 
of this curvature on the measured characteristics of the present model 
are not known, but are believed to be small as judged by the results of 
reference 11. The survey also indicated that there is a static-pressure 
variation in the test section of sufficient magnitude to affect the drag 
results. A correction was added to the measured drag coefficient, there-
fore, to account for the longitudinal buoyancy caused by this static-
pressure variation. This correction varied from as much as -0.0007 at 
a Mach number of 1.30 to +0.0006 at a Mach number of 1.70. 
Support interference.- At subsonic speeds, the effects of support' 
interference on the aerodynamic characteristics of the model are not 
known. For the present tailless model, it is believed that such effects 
consisted primarily of a change in the pressure at the base of the model. In an effort to correct at least partially for this support interference, 
the base pressure was measured and the drag data were adjusted to corre-
spond to a base pressure equal to the static .pressure of the free stream. 
At supersonic speeds, the effects of support interference of a body-
sting configuration similar to that of the present model are shown by 
reference 12 to be confined to a change in base pressure. The previously 
mentioned adjustment of the drag for base pressure, therefore, was applied 
at supersonic speeds. 
RESULTS 
The results are presented in this report without analysis in order 
to expedite publication. Figure 3 shows the variation of lift coefficient 
with angle of attack and the variation of drag coefficient, pitching-
moment coefficient, and lift-drag ratio with lift coefficient at a 
Reynolds number of 2 .4 million and at Mach numbers from 0. 60 to 1.90. 
Similar characteristics are shown in figures 4 and 5 for Reynolds numbers 
6 NACA RM A50K28 
of 1.5 million and 3.8 million, respectively, and Mach numbers from 0.60 
to 1.50. The results presented in figure 3 have been summarized in fig-
ure 6 to show some important parameters as functions of Mach number. The 
slope parameters in this figure have been measured at zero lift. 
Ames Aeronautical Laboratory, 
National Advisory Committee for Aeronautics, 
Moffett Field, Calif. 
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Figure 1.- Model in the Ames 6- by 6-foot supersonic wind tunnel. 
1-
NACA RM A50K28 11 
.....: 
~ 
0 
~ 
~ ~ 
~ 
lC) ~ 
Q) 
...... 
Ie) ~ 
......... " 0 
.. 
CI) 
:::: 
<b 
~ ~ 
~ ~ . ~ 
<b " ~ .~ 
f'c) CI) 
~ "' 
0) ~ 
~ ~I .... i 
\ri ~ 
Q) 
() 
"-
~ 
~ ~ 
~ I 
~ ~ 
...... 
CI) 
It) 
.... 
..-;;: '-
~ 
I ~ 
" ~ 
~ 
0 .~ 
I 
c:: 
II ~ 
§ 
I .~ 
,_+ ... 0 Q) 
.... 
.~ 
I 
~ ~ 
~ 
:::, 
~ ~ 
a: 
~ 
I 
~ 
~17B"z£ -
~ 
::i .~ ~ 
1.2 
1.0 
.8 
c:s .6 
," c::: .~ .4 
.u 
.;:: 
~ 
I:) .2 
u 
;:: 
~ 0. 
-.2 
-.4 
~ 
J% INd, bIc_ 
PIOM wing 
l.-a-
./ rJ 
V / 
II I' 
J 1/ II 
rl .d p 
V hi po' 
li It ~ lI' 
I ! ! II 
f y: p rc: ~ 
I;f ~ ld' V II l! d d 
. 0.75 - d ,.{ 
M=0.6 0..7 I' I .o.~ 0.85 
1 1 1 1 1 1 1 J J 
l' 
1/ 
L.-.cr f-j 
f-o-~ H?-~ .$ i.--O"V 
p' ...0- '/ -= I 
/ I ! I 
1/ ~ / IP' r/ p 
II p lP' 
p , I / ! ,d 
po' lP ¢ p If / 
lJf k? kt W" 1/ 
II" II I; j Ie! Ii 
V f f d 
/ ! II lP' IP Jl r.I 
p b1 .? Id !If 0.9_0.925 d " I I I 1.2 1.3 1.4 /.5 
J J 
- 6 
. -8 -4 0. 4 8 12 16 20. for M= 0.6 
Angle of attock, a:, deg 
(0) CL vs a: 
t'I p )J Jl .P .P 
/ if l? p' Y yI 
V' / l?' 1,/ \)f 1.0' p 
V f7 ./ If? d l)? 
lP / / 1;:( Ic/ 1J1' 
/ p LP c ~ 1/ p' 
Ii" P" V 'e? lI'l' d 11 
V V ~ [P P 
'.t V C1 kf? lIt 
lJi yP Ld' I;P 
/ 1/ 1P" .lP" 
./ V" [iI r.1 
d d 17 d 
1,6 1.7 1.9 I 
~. 
Figure 3.- The variation of the aerodynamic characteristics with lift coefficient at various Mach numbers. 
Reynolds number, 2.4 mil/Ion. 
f-' 
f\) 
s; 
S; 
~ 
~ 
~ 
~ 
(X) 
/,2 
/.0 
.8 
~ .6 
...... '
I:: 
.~ .4 
~ 
...... 
~ .2 
~ 
...... 
~ ~ a 
-.2 
-. 4 
-.6 
p 
p 
~ 
( 
~ 
M=0.6 
-=f} 
3% thick, IIfcorMJJr 
Plane wIng 
.\0 b-A . ...0' 
./ V .JY 
---
1....-9' 
/ 1/ / . / 
I j p 
IJ 
I~ p 
: t ~: ~ 
~ f;\ ~ ~ 
~ 
~ G ~ 
G E 
0.1 0.15 0.8 0.85 
V 
~ ....., /' 
--
IE 
/Y' ~ f-O" V . -n' 
./ L/ V 0.925 
/' ~ l..s 1/ 
[if 1/ 1/ 
II V 1/ d 
V V y 
f / V I? ~ 
i. i 1/ LI ld' 
~ I~ uP lIP l?' 6ft 
lV V V lP' [;J 
I~ lP' 
"" 
l? 
..l' / i~ lP' [V 1,/ cr' (if 
.0.4 a -.0.4 -.0.8 -.12 -.16 -.20. for M= 0.6 
Pitcliinq-moment coefficient, Cm 
(b) CL VS Cm 
Fiqure 3 . - Continued. 
10 0.9 
/,2 /.3 
n fl 
/ V / p' 
1/ V 1/ 1./ 
V V l/ 
V ",V V 1/ 
lJ'l V I? ld' 
,/ ru /V V [.P' j ' 
" 
.P 0' IJ'T ld P" ....E 
k? [if kP' bP" 
lr? ~. ~. 
~ 
-" 
V' r.("y 
La" V 
V 
/,4 
[P 
1:[7 
/ 
;;I 
lif 
(? 
1)" 
/.5 /.6 /,1 
lJ'l ./ JJ 
7 ' fi /.9 .c 
[..d if' 
.P 
;;JV ;/ 
/p'" 
-:7 
~ 
~ 
f; 
~ 
:t> 
VI 
o 
R3 
CD 
f-' 
LA! 
1.21 
1.0 
'--~ -
-
J l' thick, blcOf7t'eZ / 
PIOM "Ing ~ 
...-<J 7 .-c 
La ~ ::!J;,. ~ -u-.8 
/ f-""" V 
---
.rr-':/ ).oW" '/ vo- V 
// 
'/ v / 
./ /' / ~ ~ p/ .6 
/ / 1/ p'" l!-' :I l;( ~/ lP' 
./ rI d I ! / / fJ /' 
/' / If I 
" ~ P 9 9 P ~ r 
~ ~ 
IE. ~ t ~ F ~ 
I~ I~ S I q ~ ~ ~ ~ 
\..)-.J .4 
, 
t 
~ .2 
~ 0. I.l 
q q q Q b )., 
t \ '\ 1\ ~ \-
~ 
-.J -.2 
"\ tJ 
-.4 
b b 1\ p '0 P ~ 
M=0.6 0.7 0.75 0.8 0.85 0.9 0.925 1.2 1.3 
- .6 I I I I I I I I I I I I I 
0. .04 .0.8 ,/2 ./6 .20. .24 .28 for M=0.6 
Drag coefficient, Co 
(c) CL VS Co 
Figure 3. - Continued. 
.....Q 
V 
..0 V f.a 
/ 
,/ 
..0 V ...--- l--D" V V 
/ V 
,..... / / V rr' 
V ~ ,/ / ../" y p V .~ 
,/ /' / cT ~V ~ 
lP' r/ /' .if /W' 
;f ~ rI p~ 
;1 ~ f 
~ ~ t a 
~ ~ ~ ~ 
1<. 
t 
~ ~ '\ q, 
1'0 '\ ~ n "- 'IJ 
1.4 1.5 1.6 /.? /.9 
I I I~_L I I I 
/-
/" 
.......... 
".c 
.......... 
~ 
-----f-""" 
...---0 10 
..0--' V 
..l: 
0--- I-""' 
~ 
I-' 
+ 
~ 
f; 
~ 
:t> 
\J1 
o 
~ ()) 
16 
14 
~ 12 
...,J 
, 
c 
~ 10 
t) 
'-
g> 8 
~ 
I ~ 6 
-..J 
4 
2 
o 
lif r--.. i'1¥' r--. 
-
( )~ ~ /" "- "-
pi---rsJ K [0l I'-, j "It. / 
'"' '" 
~ 1/ 1/ '1: hi If' ~ '" ~ "'- f'n-~ 
f-J "/c f la EI 0... "'" ~ / "- r-... I I I I I'r-... j ""'-hi hi 'u cr ~ -::;;: ~ j 11 if, Ir fr' IT ~ If V pV 1'1' ~ ~. F':-. I'1X rr-... 
~ . '" ~ 1/ II II p...:: ~ 
rl / / / / / 
I I I I I I I / r Ir Ip !f1 I  
J J j 9 ¢ J J 1/ II I 1 
T r T I I I I ? ~ d d ~ J I 
II II II ~ U ~ 19 IJ J I / Ii r 1/ 
~ II IT II It ~ 
M=0.6 0.7 0.75 0.8 0.85 0.9 0.925 12 /.3 /,4 1.5 /.6 1.7 1.9 
1 1 1 1 1 1 1 1 1 J 1 1 1 J J 1 1 1 J 1 1 J 1 1 J 1 1 J 
o .I .2 .3 .4 .5 .6 for M=0.6 
Lift coefficient, CL 
(d) L/O VS CL 
Figure 3. - Concluded. 
. "[; 
"P ~ 
~ ~ I'--- "'d..:: ~ 
rr ~ -......., r:::: p..... ]'a: ~ 
jO ~ 
~ 
J % //IIcJr, bIcon>v 
PIOM wing 
~ p-.....t--. 
~ 
s; 
&; 
~ 
!l> 
V1 
o 
~ 
OJ 
f-' 
V1 
1.2 
1.0 
.8 
.6 
1..)'" 
c::' .4 
: ~ 
~ .2 
2 
.... 
~ 0 
-...J 
-:2 
-.4 
-'€8 
-4 o 4 8 12 16 20 for M =06 
Anq/e of attack, a, deq 
(a) CL vs a 
Fiqure 4 . - The variation of the aerodynamic characteristics with 
lift coefficient at various Mach numbers. Reynolds numbet; 
/.5 mtllion. 
f-' 
()'\ 
~ 
S; 
~ 
0; 
o 
R3 
CO 
($ 
......  
c:: 
.<1> 
.. 
. ~ 
~ 
-....: 
<I> 
8 
...... 
~ 
-....J 
1.2 
1.0 
.8 
.6 
.4 
.2 
0 
-:2 
-.4 
I f J.E 4 J J ~ ~ t---r---. 1--.): V lE. 
t---r---. L. la:::: ~ 
J % thick, blcOflYSX L I / . V f------t----. Plane wmg f-D: L 
__ -a-~ ,IT ~L /-(,V 
V ,.....,.... ./ / L LA/, L 
L L~ V ~ ~ 
1 P" r:L ~ L vP 
P L V ~ ~ 
1I I /»-'L ~ P \ 1 :i ~~ 
f· ~. rl!: E!!.-I~ 11 I / ,P I ~_r<' 
; I L r£.. .,IV 
~ 090~5 1~Id~~Ll~4-~-+~+-fi-t~r~J[I~~: 
-' 0] c-!O.8 I I 1 J 2 1.5 
M=0.6 J I I 1 1 1 I 1 11 1 1 1 11 
-.6 
.04 0 -.04 -.08 -.12 -./6 -:20 for M=o.6 
Pilching-moment coefficient, Cm 
(b) CL VS Cm 
Figure 4.-Continued. 
w 
~ 
~ 
~ 
!x> 
\Jl 
o 
~ 
co 
~ 
---.J 
1.2 
/.0 
.8 
~ 
.6 
,'" 
c::: 
. ~ 
.~ 
:::: .4 
Cb 
<:) 
\) 
.2 , 
..... 
..... 
-..J 
0 
-:2 
-.4 
-.6 
]. .......... ,1. .. -
I /" ...c 
_ V ~v 
/ ~v V V · ..0 
_ r> -C '" ",........ -------:::=!i V ..AI 
/ ....... ".......... /.:D- vr . ./ L /
V 
--j 
/V // p /' V' V ' 
/ if / l,P' '/ 
p//V/ a' ...........-
J / / P P / 
? . p / / ):'l ~ / 
9 rf p f n 11 yf 
~ ~" r 5 ~ f b . ~ ~ ~ ~ 
~ ~ b . 
~ h ~ . . 
\J b b "\ f'q ~ 
M=06 07- 08 0 19 f--0925-f-\! ~1 ~ 
T T iii t 1 1.2 15 -V 1 I I J% thick, blcOf1YtJX I Plane wing 
o .04 .08 ,/2 ./6 .20 .24 for M=06 
Drog coefficient, Co ~ 
(c) CL VS Co 
Figure 4 .- Continued. 
I-' 
co 
~ 
~ 
~ 
!l> 
'(g 
~ 
co 
-::' , , , , , , , , , , , , , , , , , , , , , , , '-=w' 
12~1 KIJm~IIIIIIIS>F,~ 
-.J1«::i 10 V 17 ~ ~rr~ ""~1'--. .~' II I 1 ~ ~ I'D- ..-~~ I I I I I I I l ~ ~ J ~ /' . ~ '- 8 .~ r . 'cl In 1/ ~ ~}.... . ~ 
. I I I / /'......... / ./V'" i"-- . ~ T I I I I I ~ \'---,V . Ir.t ~ I 6 
. II I'a.. 
;:: J 1 d / ~ 
.:J 4 J J r I . r f'-<r-- I I 1 
LL 1 1 
. I IJ r I I Tl 
21 I ~ I W I It I 11JJlI If I lit 1 ± I I I I I I I I I I I IT I 17 
o 1 ,1,=0.61 0.'7 1 0.'8 1 0.'9 lo.d251 I~ 1 I~ 1 1 1 1 1 1 1 1 1 1 1 1 1 I 
o .I .2 .3 .4 .5 .6 for M=o.6 
---------
Lift coefficient, CL 
L (d) CL vSli 
Figure 4.-Concluded. 
~ 
~ 
~ 
~ 
:t> 
\J1 
o 
R3 
co 
I-' 
\!) 
1.2 
1.0 ~ 
.J % Ihlck, b/(;OfIVeJt 
Plontl wIng 
.8 
,.no f.--Q f::g 10-~ 
.6 
V P' V" ! d 
V V 19' P Q 
~ ... 
4 
.. 
..... 
c:: 
.~ 
.~ 
.2 ~ 
Q) 
~ 
~ 0 
;;:: 
..... 
-...1 
[P [7 ~ 9 ? ) / 
/ I f II I /' J. . 
ri P f / j ! p 
rf ~ IP T' IT' V 
II ~ lif5 ,I 1I ~ kI 
rf r! .I ft , J Jf 
P If' 
-.2 f. ¢ r:f .? p V I 1 ? / 
-,4 
Cl rf d1 
M=0.6 0.7 0.8 
- .6 J J J 
-8 -4 o 4 
d 
[7 d ff 
0.9 Q925 1.2 /.5 
8 12 16 20 for M=Q6 
Angle of attock, ee, deg 
(0) CL vs ee 
~ 
FtglJre 5 .- The variation of the aerodynamic characteristics with 11ft coefficient 
at various Mach numbers . Reynolds number, 3.8 million . 
I\) 
o 
~ 
~ 
~ 
!l> 
V1 
o 
~ 
OJ 
1.2 
1.0 
.8 
~ p ::r-D'J 
.6 
~ 
« 
..--
..P' 
--
l,P 1.2 _ 
1/ / ./ .IJ 0925 / 
~ 
c: .4 
.CI:I 
~ ~ 
.2 CI:I ~ 
~ 
? rI V ~ / 
X , V V V V ..tf 
6 > / / ,./1=1' 
V P 
;::: 0 ..... 
-..J 
I V f 
~ ~ ~ y ~ 
- .2 rf / ld' 
( )" j V V' JJ 
- .4 
C; c d rf 1/ 
M=06 07 08 09 
- .6 
.04 0 -.04 -.08 -.12 -.16 -. 20 for M'06 
Pllching-moment coefficient, Cm 
(b) CL VS Cm 
Agllre 5. - Continlled 
-=& 
J % Ihlck, blcOfMlX 
Plone wing 
I 
- 15 
IB 
/ 
~ 
~ 
:x> 
~ 
:x> 
V1 
o 
R3 
OJ 
r\) 
I--' 
," 
I 
/. 2 
1.0 
.8 
.6 
~ 
..... ... 4 
~ .~ 
.~ 
:::: 2 
'b ' 
a 
~ 0 
-..J 
- .2 
-.4 
-.6 
-0 -c 
~ ~ ...0---f.-
~ / 
v / v ~ p / Ii: 
/ 1/ ? :ff )J P" / 
/ if j V I lP / 
t I { ! 
-' ,.( 
oj rJ ¢ ~ I 
~ [ ~ 
I ~ ~ ~ e f ~ 
q Q b ~ 
~ ~ \ '\ q 1\ Ib b 
\ b \ 10 b b "-
M=06 07 08 09 0925 1.2 1.5 
I I I I i 
o .04 .08 .12 ./6 .20 .24 .28 .32 for M06 
Drag coefficient ~ CD 
(c) ~ vs q, 
Figure 5. - CQnf!nued. 
~ 
J % IhIck, b1c0fWelt 
PlanB wing 
~ 
f\) 
f\) 
~ §; 
§1 
:t:> 
~ 
R3 
CP 
NACA RM A50K28 
/! 
F=r-o.l--1-+--+-+-+--+--+--+--+-+--+---1-t-+-+=I----1':::l;f. ~ ~p- C) 
r-i--+-+--t--t--+-+-+--+-+---j-I--+-+-+-I ~ f-
~ ~ ~ (() ~ 
C¥7 ' 0110 .1 DO.lP -1117 
--- -- --
23 
24 
.08 
o 
.2 
- .3 
-.2 
Uft curves nonlinear 
for subsonic speeds 
~ 
3 % thick, biconvex 
Plane wing 
.4 .6 
~ 
3 % thick, biconvex 
Plane wing 
"" 
.8 1.0 1.2 
Moch number. M 
(0) dC, vs M dcr 
..---
Pitching-moment curves nonlinear 
for subsonic speeds 
o 
.2 
I I 
.4 
I 
.6 .8 10 12 
Mach number; M 
(b) dCm vs M 
dCL 
NACA RM A50K28 
~ t--... 
~ t---.... 
-----
r---
1.4 1.6 1.8 2.0 
---
--
~ 
1.4 1.6 18 2.0 
Figure 6. - Summary of aerodynamic characteristics as a function 
of Mach number. Reynolds number; 2.4 million. 
- I 
~ 
I 
NACA RM A50K28 
~ 
~ ~ 
-.::::!. 
"-~ 
~ 
/6 
/2 
4 
o 
.2 
.4 
.3 
.2 
.I 
o 
.2 
-=fr 
"% thIck, blconV8JI 
Plane wing 
.4 
~ 
"% thIck, blconV8Jl 
Plane wIng 
.4 
25 
,......-
" 
-
I 
----
-
.6 .8 1.0 1.2 1.4 1.6 1.8 2.G 
Mach number I M 
(c) (L/D)mox VS M 
I---
"-
'" 
--
---
~ / --~ 
~~-= NACA.---
"-- ,.-
.6 .8 1.0 1.2 1.4 16 18 20 
Mach number I M 
(d) CL for (L/D)mox vs M 
Figure 6. - Continued. 
26 
~~ 
.20 
.18 
./6 
.14 
.12 
.06 
.04 
.02 
o 
.2 
~ 
3 % thIck, biconvex 
Plane wing 
t'-" 
i-. 
r--
.4 .6 
/" 
, 
, 
, 
/ 
/ 
- \ 
\ 0. 
\ 0.6 , 
... -
.-
v· ...... 
/ . 
- ., .4 
-. 
-
- . r.---
- --
-.2 
0 
.8 /.0 /,2 14 
Mach number, M 
(e) CD vs M 
Figure 6 . - Concluded. 
NACA RM A50K28 
J 
/ 
/ 
/ 
,,/ 
" .; 
,-
" 
. :.---/ 
.-. 
~ .-
f---1------
/.6 /.8 2 .0 
NACA- Langley 
